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NOTES:
. Roller Spacing To Be Approximately 40 To 80 Feet Spacing Unless Calculations
Are Furnished Allowing For Greater Spacing.

-

TEMPORARY

BANDING 2, Tidal Area Rollers Are To Be Placed When Tide Is Low.
3. Contractor To Confine Work To The Existing Road Surface For The Last 1,000ft. (From The
FLOATATION Beach Area Going North Along Gulf Road). Ditch Area Beyond The Paved Surface To Be
DEVICE (TYP.) N Used For Erosion Control Fabric If Need Be As Directed Company Representative In
~ This Area.
. Contractor Shall Restrict Heavy Equipment Activity On The Beach To Only Equipment Necessary
For The Work.

. Contractor Shall Use Matting Or Pads To Prevent Rutting And Compaction In Susceptible Areas.
. Contractor Shall Restore Disturbed Cobble Substrates.
. Contractor Shall Restrict Heavy Work Vessels To Areas Beyond The Marine Vegetation Zone.
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HDD PIPE STRING LAUNCH PLAN
1. String, Weld And Test Pipe.

2. Attach Floatation Devices To Pipe String Before Or During Launch
Depending On The Tyr\e Of Float Used.

3. Install Rollers In Tidal Area During Low Tide (This Is Entirely A
Rock Beach Area. There Is No Vegetation).

4. Remove Or Dispose Of Driftwood If Necesaary.

5. Attach Pipe String To Pull Vessel Offshore.

6. Slowly Tow The Pipeline Out To Sea.

7. Remove Rollers From Tidal Area During Next Low Tide (In Daylight). TOW VESSEL

8. Restore Beach Area.

9. Replace Concrete Barriers Near Beach Area.

Source: Georgia Strait Crossing Pipeline, LP 2003

FIGURE 2-2
HDD PIPE STRING LAUNCH PLAN
NOT TO SCALE
GEORGIA STRAIT CROSSING PROJECT o OHAPIRO

ﬁ & ASSOCIATES, INC

1034001 ===




